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EXISTING AND PROPOSED TYPICAL SECTIONS

SCHEDULE OF QUANTITIES

ALIGNMENT, TIES AND BENCHMARKS

EXISTING CONDITIONS AND REMOVAL PLAN

ROADWAY PLAN AND PROFILE - US RTE. 6

ROADWAY PLAN AND PROFILE - IL RTE. 83

EXISTING UTHITIES PLAN

SUGGESTED MAINTENANCE OF TRAFFIC - TYPICAL SECTIONS

SUGCESTED MAINTENANCE OF TRAFFIC

PAVEMENT MARKING AND SIGNING PLAN

TEMPORARY TRAFFIC SIGNAL PLANS

TRAFFIC SIGNAL PLAMS

(TC-10F  TRAFFIC CONTROL AND FROTECTION FOR SIDE ROADS.
INTERSECTIONS AND DRIVEWAYS

(TE-1D TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT
MARKERS (SNOW PLOW RESISTANT)

(TC-13;  DISTRICT ONE TYPICAL PAVEMENT MARKINGS

{TC-14)  TRAFFIC COMTROL anD PROTECTION AT TURN BAYS
{TO REMAIN OPEN TO TRAFFI()

{TC~16)  PAVEMENT MARKING LETTER AND SYMBOLS FOR TRAFFIC STAGING
(YC-22F  ARTERIAL ROAD INFORMATION SIGN
(15-08) DISTRICT OME STANDARD TRAFFIC SIGNAL OESIGN DETAILS

(15-07)  DGISTRICT 1 - DETECTCR LOOP INSTALLATION DETAILS FOR
ROADWAY RESURFACING
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DESCRIPTION

TYPICAL SYMBOLS, ABBREVIATIONS AND PATTERNS
DECIMAL OF AN INCH AND & FOOT

HMA SHLD. STRIPS/SHLDS. WITH RESURFACING OR
WIDENING ANO RESURFACING PROJECTS

CONCRETE CURB TYPE B AND COMBINATION CONCRETE
CURB aND GUTTER

PC CONCRETE {SLANDS AND MEDIAN

CFF -RD OPERATIONS, MULTILANE, 157 (45 m TO 24" (600 mm}
FROM PAVEMENT EDGE

L ANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OFERATIONS, FOR
SPEEDS § 40 MPH

URBAN LANE CLOSURE, MULTILANE, W OR_2W WITH NON TRAVERSABLE MEDIAN
URBAN LANE CLOSURE, MULTILANE INTERSECTION

TRAFFIC CONTROL DEVICES

SION PANEL MOUNTING DETAILS

METAL POSTS FOR SIGNS, MARKERS & DELINEATORS

APPLICATIONS OF TYPES A & B METAL POSTS (FOR SIGNS & MARKERS)
TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
HANDHOLES

DOUBLE HANDHOLES

STAMDARD PHASE DESIGNATION DIAGRAMS AND PHASE SECQUENCES
UNINTERRUPTABLE POWER SUPPLY (UPS)

TRAFFIC SIGNAL GROGUNDING & BOUNDING

STEEL MAST ARM ASSEMBLY AND POLE

CONCRETE FOUNDATION BETAILS

SPAN WIRE MOUNTED SIGNALS AN BEACON INSTALLATION

TRAFFIC SIGNAL MOUNTING DETAILS

DETECTOR LOOP INSTALLATION

GENERAL NOTES

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE DETAILS IN THE
PLANS, THE SPECILAL PROVISIONS INCLUDED iN THE CONTRACT DOCUMENTS, AND
THE LATEST £DITION OF THE FOLLOWING SYATE OF ILLINGIS SPECIFICATIONS:
“THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION” ADOPTED
JANUARY 1, 2012 (REFERED TO AS THE STANDARD SPECIFICATIONS) YHE
“SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS™, THE
CHANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS ANG HIGHWAYS”
AND THE "MANUAL OF TEST PROCEDURES FOR MATERIALS™.

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE” AT
(3001 8§92-0123 OR 811 FOR FIELD LOCATIONS OF BURIEDELECTRIC, TELEPHOME,
AND GAS FACILITIES. {48 HOUR NOTIFICATION REQUIRED:

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY
COMPANIES AND COOK COUNTY,

THE CONTRACTOR WILL NOT BE ABLE TO SET UP A YARD OR FIELD OFFICE ON
STATE PROPERTY WITHOUT THE WRITTEN PERMISSION OF THE DEPARTMENT,

THE CONTRACTOR SHALL NOTIFY THE IDDT ARTERIAL TRAFFIC CONTROL SUPERVISOR
AT (84T) TO5-4470 A MINIMUM OF 72 HOURS IN AOVANCE COFBEGINMING WORK.

THE CONTRACTOR SHALL CONTACT PATRICE HARRIS AREA TRAFFICFIELD ENGINEER.
AT {708) 597-9800 A MINIMUM OF TWO (2) WEEKS PRIOR TO PLACEMENT OF FINAL
PAVEMENT MARKINGS,

ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE PAVEMENT
MARKERS OQUTSIDE THE REMOVAL LINE SHOWN ON THE PLANS SHALL BE REPLACED
AT NO ADDITIONAL COST TO THE DEPARTMENT.

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR
FUTURE REFERENCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED REFLECYIVE
PAVEMENT MARKERS) [N ORDER THAT THESE LOCATIONS CAN BE RE-ESTABLISHED FOR
STRIPING, EXACT LOCATIONS OF ALl PAVEMENT MARKINGS 5HALL BE AS DIRECTED 8Y
THE ENGINEER.

1T SHALL BE THE CONTRACTGR'S RESPONSIBILITY 7O VERIFY AlLL DIMENSIONS ANG
CONDITIONS EXISTING IN THE FIELD PRIOR TO CONSTRUCTION AND CORDERING OF
MATERIALS.

. THE CONTRACTOR SHALL BE REQUIRED TQ PROVIDE ACCESS TO ABUTTING PROPERTY

AT ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT,

00 NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS,

. THE CONTRACTOR SHALL REPLAGCE ALL THE PAVEMENT MARKINGS AS LAID QUT IN THE

FIELD, AS SHOWN ON THE PLANS AND AS DIRECTED 8Y THE ENGINEER,

. THIS CONTRACT MUST BE COORDINATED WITH CONTRACT GOK78, WHICH IS JUST SOUTH

OF THIS JOB,

. THE CONTRACTOR SHALL SLOPE THE RESURFACING PAVEMENT SECTION ADJACENT TO THE

NEWLY CONSTRUCTED MEDIAN, TO CREATE POSITIVE DRAIMAGE TOWARDS THE EXISTING
CATCH BASTNS AND THE EXISTING CURB AND GUTTER ALONG THE OUTSICE EDCE OF THE
EXISTING PAVEMENT. THIS ITEM SHALL BE PAID AS “HOT-MIX ASPHALT SINDER COURSE.
1L-19.0, NTO".
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